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STA, 85+77 TO STA, 121+93
STA. 125463 TO STA. 127+53
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THE CONTRACTOR SHALL PATCH BEFORE MILLING
EXISTING CONDITIONS: HOT-MIX ASPHALT MIXTURE REQUIREMENTS CHART
® HOT-MIX ASPHALT SURFACE AND BINDER COURSE, 3" AND VARIES AR VOIS
PORTLAND CEMENT CONCRETE BASE COURSE, 10" +/- OPERATIONS MIXTURE TYPE
© COMBINATION CONCRETE CURB AND GUTTER @ Ndes
© RAISED CONCRETE MEDIAN HOT-MIX ASPHALT SURFACE COURSE, MIX “D“, 47 @ 70 GYR
® PCC SIDEWALK NTO, 1 172" -
® AGGREGATE SHOULDER 6" AND VARIES ROADWAY RESURFACING
POLYMERIZED LEVELING BINDER 4% @ 50 GYR
(MACHINE METHOD), IL-4.75, N50
PROPOSED IMPROVEMENTS:
INCIDENTAL USE LEVELING BINDER (HAND METHOD), N70 4 & 70 GYR
(@ HOT-MIX ASPHALT SURFACE REMOVAL, 2 1/4 (L-9.5MM)
@ HOT-MIX ASPHALT SURFACE COURSE, MIX "D, NT0, 1 1/2" PAVEMENT PATCHING CLASS D PATCHES, 10" (HMA BINDER IL-19 MM) 4% @ 70 GYR
3 POLYMERIZED LEVELING BINDER (MACHINE METHOD), IL-4.75, N50, 3/4“
(@ COMBINATION CONCRETE CURB AND GUTTER REMOVAL AND REPLACEMENT HOT-MIX ASPHALT REPLACEMENT OVER PATCHES 4 70 GYR
(AS DIRECTED BY ENGINEER}) (HMA BINDER IL-19 MM) - e
(® CLASS D PATCHES, 10 (DETERMINED BY ENGINEER IN FIELD) HOT-MIX ASPHALT SURFACE COURSE, MIX ~C. .
@ AGGREGCATE WEDGE SHOULDER, TYPE B N50 (IL-9.5MM) 27 THICKNESS 47 @ 50 GYR
DRIVES BEHIND CURB
(D GRADING AND SHAPING SHOULDERS HOT-MIX ASPHALT BASE COURSE, 8- o 50 o¥R
TOPSOIL FURNISH AND PLACE, 4" (HMA BINDER IL-13 MM) g
(@ SODDING, SALT TOLERANT
THE UNIT WEIGHT USED TO CALCULATE ALL HMA SURFACE
A QUANTITY FOR LEVELING BINDER (HAND METHOD) HAS BEEN PROVIDED FOR USE AT MIXTURE QUANTITIES IS 112 LBS/SQ YD/IN.
PRIVATE ENTRANCES, AROUND HAND HOLES, PRIVATE UTILITY STRUCTURE FRAMES, AND
ANY OTHER STRUCTURE FRAMES THAT ARE NOT ABLE TO BE LOWERED UNDER THE ITEM FOR “AC TYPE” AND “PERCENT RAP” SEE DISTRICT ONE
“FRAMES AND LIDS TO BE ADJUSTED (SPECIAL)” AFTER GRINDING OF EXISTING PAVEMENT. : SPECIAL PROVISIONS
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